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§ 160.031–6 Marking. 

(a) Gun. The gun shall be perma-
nently and legibly marked on the bar-
rel with the manufacturer’s model or 
type designation of the gun, the serial 
number for the gun, the official Coast 
Guard approval number, and the name 
of the manufacturer. The gun stock 
shall have recessed in it a brass or 
other corrosion-resistant plate showing 
legible maintenance instructions for 
the care of the gun and its parts to pre-
vent corrosion. After the proof test, 
the gun barrel shall be marked with 
the letters ‘‘P.T.’’ and the name or 
mark of the company. 

(b) Projectile. Projectiles shall be per-
manently and legibly marked with the 
name of the manufacturer. 

(c) Line and container. The end of a 
service line intended to be attached to 
the projectile shall have securely at-
tached thereto a substantial tag bear-
ing a permanent legend indicating its 
purpose, and the other end of the line 
shall be tagged in the same manner to 
prevent delay in securing proper and 
immediate action with the equipment. 
The container of new service lines shall 
bear the name of the manufacturer, 
date of manufacture, and a statement 
to the effect that in all respects the 
line meets the requirements of this 
subpart for service lines. Line canisters 
and reels shall bear the name of the 
manufacturer. 

[CGD 76–048a and 76–048b, 44 FR 73080, Dec. 17, 
1979, as amended by USCG–2014–0688, 79 FR 
58285, Sept. 29, 2014] 

§ 160.031–7 Procedure for approval. 

(a) Shoulder gun line throwing appli-
ances are approved by the Coast Guard 
under the procedures in subpart 159.005 
of this chapter. 

(b) [Reserved] 

Subpart 160.032–035 [Reserved] 

Subpart 160.036—Hand-Held 
Rocket-Propelled Parachute 
Red Flare Distress Signals 

SOURCE: CGD 76–048a and 76–048b, 44 FR 
73081, Dec. 17, 1979, unless otherwise noted. 

§ 160.036–1 Incorporation by reference. 

(a) The following is incorporated by 
reference into this subpart: 

(1) ‘‘The Universal Color Language’’ 
and ‘‘The Color Names Dictionary’’ in 
Color: Universal Language and Dic-
tionary of Names, National Bureau of 
Standards Special Publication 440, De-
cember 1976. 

(b) NBS Special Publication 440 may 
be obtained by ordering from the Su-
perintendent of Documents, U.S. Gov-
ernment Printing Office, Washington, 
DC 20402 (Order by SD Catalog No. 
C13.10:440). 

(c) Approval to incorporate by ref-
erence the material listed in this sec-
tion was obtained from the Director of 
the Federal Register on November 1, 
1979. The material is on file in the Fed-
eral Register library. 

§ 160.036–2 Type. 

(a) Handheld rocket-propelled para-
chute red flare distress signals speci-
fied by this subpart shall be of one type 
which shall consist essentially of a 
completely self-contained device which 
can be fired from the hand to provide a 
rocket-propelled parachute red flare 
distress signal. 

(b) [Reserved] 

§ 160.036–3 Materials, workmanship, 
construction and performance re-
quirements. 

(a) Materials. The materials used in 
handheld rocket-propelled parachute 
red flare distress signals shall conform 
strictly to the specifications and draw-
ings submitted by the manufacturer 
and approved by the Commandant. In 
general, all exposed parts shall be cor-
rosion-resistant or properly protected 
against corrosion. 

(b) Workmanship. Handheld rocket- 
propelled parachute red flare distress 
signals shall be of first class workman-
ship and shall be free from imperfec-
tions of manufacture affecting their 
appearance or that may affect their 
serviceability. 

(c) Construction. The exterior case of 
the cartridge shall be made of a suit-
able metal and shall protect against 
the entrance of moisture. The con-
struction shall be such that the para-
chute and pyrotechnic candle will be 

VerDate Sep<11>2014 11:42 Dec 17, 2014 Jkt 232203 PO 00000 Frm 00084 Fmt 8010 Sfmt 8010 Y:\SGML\232203.XXX 232203w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



75 

Coast Guard, DHS § 160.036–4 

expelled at approximately the max-
imum altitude reached. 

(d) Performance. Signals shall meet 
all of the inspection and test require-
ments contained in § 160.036–4. 

§ 160.036–4 Approval and production 
tests. 

(a) Approval tests. The manufacturer 
must produce a lot of at least 100 sig-
nals from which samples must be taken 
for testing for approval under § 160.036– 
7. The approval tests are the oper-
ational tests and technical tests in 
paragraphs (c) and (d) of this section. 
The approval tests must be conducted 
by an independent laboratory accepted 
by the Commandant under § 159.010 of 
this chapter. 

(b) Production inspections and tests. 
Production inspections and tests of 
each lot of signals produced must be 
conducted under the procedures in 
§ 159.007 of this chapter. Signals from a 
rejected lot must not be represented as 
meeting this Subpart or as being ap-
proved by the Coast Guard. If the man-
ufacturer identifies the cause of the re-
jection of a lot of signals, the signals in 
the lot may be reworked by the manu-
facturer to correct the problem. Sam-
ples from the rejected lot must be re-
tested in order to be accepted. Records 
shall be kept of the reasons for rejec-
tion, the reworking performed on the 
rejected lot, and the results of the sec-
ond test. 

(1) Lot size. For the purposes of sam-
pling the production of signals, a lot 
must consist of not more than 30,000 
signals. Lots must be numbered seri-
ally by the manufacturer. A new lot 
must be started with: 

(i) Any change in construction de-
tails, 

(ii) Any changes in sources of raw 
materials, or 

(iii) The start of production on a new 
production line or on a previously dis-
continued production line. 

(2) Inspections and tests by the manu-
facturer. The manufacturer’s quality 
control procedures must include in-
spection of materials entering into 
construction of the signals and inspec-
tion of the finished signals, to deter-
mine that signals are being produced in 
accordance with the approved plans. 
Samples from each lot must be tested 

in accordance with the operational 
tests in paragraph (c) of this section. 

(3) Inspections and test by an inde-
pendent laboratory. An independent lab-
oratory accepted by the Commandant 
under § 159.010 of this chapter must per-
form or supervise the inspections and 
tests under paragraph (b)(2) of this sec-
tion at least 4 times a year, unless the 
number of lots produced in a year is 
less than four. The inspections and 
tests must occur at least once during 
each quarterly period, unless no lots 
are produced during this period. If less 
than four lots are produced, the labora-
tory must perform or supervise the in-
spection and testing of each lot. In ad-
dition, the laboratory must perform or 
supervise the technical tests in para-
graph (d) of this section at least once 
for every ten lots of signals produced, 
except that the number of technical 
tests must be at least one but not more 
than four per year. If a lot of signals 
tested by the independent laboratory is 
rejected, the laboratory must perform 
or supervise the inspections and tests 
of the reworked lot and the next lot of 
signals produced. The tests of each re-
worked lot and the next lot produced 
must not be counted for the purpose of 
meeting the requirement for the an-
nual number of inspections and tests 
performed or supervised by the inde-
pendent laboratory. 

(c) Operational tests. Each lot of sig-
nals must be sampled and tested as fol-
lows: 

(1) Sampling procedure and accept/re-
ject criteria. A sample of signals must 
be selected at random from the lot. The 
size of the sample must be the indi-
vidual sample size in Table 160.036– 
4(c)(1) corresponding to the lot size. 
Each signal in the sample is tested as 
prescribed in the test procedure in 
paragraph (c)(2) of this section. Each 
signal that has a defect listed in the 
table of defects (Table 160.036–4(c)(2)) is 
assigned a score (failure percent) in ac-
cordance with that table. In the case of 
multiple defects, only the score having 
the highest numerical value is assigned 
to that signal. If the sum of all the fail-
ure percents (cumulative failure per-
cent) for the number of units in the 
sample is less than or equal to the ac-
cept criterion, the lot is accepted. If 
this sum is equal to or more than the 

VerDate Sep<11>2014 11:42 Dec 17, 2014 Jkt 232203 PO 00000 Frm 00085 Fmt 8010 Sfmt 8010 Y:\SGML\232203.XXX 232203w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2015-01-09T10:30:22-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




